
FORM No. 0145/16

THIRD 

2

3

4

A B

1

CBA D

2

1

E

A4
Mass:(g)

DRN

MATERIAL:

DESCRIPTION:

3

CHKD DATE SCALE

DRG No:

SHEET No. DATE

C

1 OF 103/02/12

SEE TABLE

SFH

COLOUR:

TC 03/02/12 NTS

SEE TABLE

REV. MODIFICATION. DATE DRN
01 PRODUCTION RELEASE 02/02/16 SFH

D E

4

012-006
PROJECT NUMBER: SHEET SIZE

EU12-0020

F

ANGLE

PART No:

1

SEE TABLE

ALL DIMENSIONS IN mm
GENERAL TOLERANCES 0.25
UNLESS OTHERWISE STATED
1 DECIMAL PLACE 0.25 
2  DECIMAL PLACES  0.10
ANGULAR industrial fastening components
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CABLE TIE SADDLE

Part No. H L W T B

TM-0 5.0 19.6 9.5 5.2 3.7

TM-0M 5.0 19.0 9.5 5.0 4.3

TM-0L 5.0 19.0 9.5 5.0 5.2

TM-0R 6.2 19.1 10 5.4 4.2

TM-1 7.0 15.0 10 5.1 3.5

TM-1S 5.8 12.8 7 4.0 3.3

TM-2S 9.8 23 16 9.0 5.0

TM-2 9.8 23 16 9.0 6.3

TM-2A 10.4 20.5 17.1 10.4 6.0

TM-2L 9.8 23 16 9.0 6.5

TM-3 17.5 23 13.8 9.5 5.3

TM-4 11.6 30 14.7 9.9 5.0

TM-5 10.0 21.5 16.0 7.8 5.8X9.7

Standard colour is nature.
Black colour, add suffix code"-BK"

   •   Material: NYLON 66, 94V-2

   •   Saddle design provide maximun stablility to wire bundles.

   •   To apply, simply fix mount with a screw and secure wire bundles with
nylon cable ties.

NOTES:


